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ProRF
RFID Access Control Terminal 

Access

Color Display



Technical specifications
Certification
ID Reader
Card reader
Screen
Keyboard
Communication
Operation
Verification
Authentication 

Capacity

Dimensions

Power Supply
Temperature
Humidity

Dimensions
CE Marking
Optical, scratch and impact resistant 
RFID 125 KHz or Mifare Reading
2.4" TFT color screen 320x240 pixels 
16 keypads 
TCP/IP, USB, or Flashdisk 
Completely standalone or PC controlled 
< 0,5 seconds to authenticate 

Keeps until 160 000 events

12.9(w) x 9.5(H) x 5.0(T) cm

DC 12V , 250mA
0° ~ 45° C
20% ~ 90%

lRFID Reader
lCombines various types of authentication (Card and PIN Code).
lCan be used for attendance and access control.
lLong life of reader and cards.
lUser-friendly terminal remote control.
lSiren activations with programmable tones.
lControl of opening doors, turnstiles and barriers.

Standalone configuration

RFID Access Control Terminal 

ProRF
Characteristics

Standard from   30.000 until 50.000

geral@innux.com
 www.innux.com | www.innux.pt

T.: +351 229 812 220     T.: +351 219 618 404
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USBFlashdiskTCP/IP

Forced opening of the terminal, unauthorized opening 
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Gross weight : 0,5kg 

TCP/IP

TCP/IP

Switch

TCP/IP

TCP/IP

Switch

USB

USB

Flash Disk

USB

USB
Trinco 

Eléctrico
Botão

Abertura
Porta

Card+PIN and Card, PIN
Users Number

Sensor
de Porta
Aberta

Door open sensor connectionAllows
Alarm
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